Warranty 


LaRue Tactical will replace all items rendered unserviceable under 
general use. Warranty does not apply to any problems or failures that 
arise from improper maintenance, improper storage, improper repair, 
or any modification, other than those performed by LaRue Tactical. 


Repair to damage outside of these terms is not the responsibility of 
LaRue Tactical, and will be handled on an individual basis. 
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CLEARING INSTRUCTIONS!!! 


ee ee 


BEFORE HANDLING 
YOUR FIREARM!!! 
Point ina SAFE DIRECTION! Place safety selector 


lever on SAFE. If weapon is not cocked, the safety 
lever cannot be pointed towards SAFE. 


Press magazine catch button and remove magazine. 


To lock bolt open, pull charging handle rearward. 
Press bottom of bolt catch and allow bolt to move 
forward until it engages bolt catch. Return charging 
handle to its forward position. If you haven't already, 
place selector lever on SAFE Check receiver and 
chamber to ensure these areas are clear of 
ammunition. 


With selector lever pointing toward SAFE, allow bolt 


to go forward by pressing upper portion of bolt catch. 
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Section 1: TranQuilo Overview Section 2: Specifications. 


The LaRue TranQuilo was designed and engineered for the LaRue Tactical 7.62x51 Weight: 23 oz 

family of rifles, but it’s right at-home on any precision .308 with a 5/8-24 threaded , 

muzzle (1/2-28 threaded adapters also available). The TranQuilo is 100% CNC Length: 8 

machined from stainless steel, reduces sound to hearing-safe levels and flash Diameter: 1.50-1.75” 

signature to almost zero. CNC machining of all components results in near zero 

point-of-impact shift when comparing on/off repeatability. This is critical for the Finish: 17-4 PH Stainless Steel 

majority of users who remove and attach their suppressor between shooting 

sessions. Adapter: LaRue Muzzle Brake, 17-4 PH, 5/8-24 thread or 1/2-28 thread. 
The TranQuilo’s reduced-blowback is what sets it apart. The design approach Attachment Method: Thread-on, with captive locking nut. 


implemented what LaRue calls “SOT” (Safer Operator Technology). With mitigation 
of gas blow-back in mind, LEPE (Lower Ejection Port Emissions) reduces 
dangerous materials and contaminants that typically encounter the user's face. 
LEPE is an internal design that allows a percentage of pressure to bypass the main 
flow-path, resulting in extremely low gas blow-back and soft recoil with the benefit of 
optimum noise and flash reduction. 


All components manufactured from a combination of 17-4 PH Stainless Steel and 
Incoloy A-286. 17-4 PH (Precipitation Hardening) Stainless Steel is a robust 
chromium-nickel grade of stainless, hardened by a precipitation-hardening 
treatment. Incoloy A-286 is an age hardenable, Iron-Nickel-Chromium alloy 
designed for applications requiring high-strength and excellent corrosion resistance. Locking Nut 


TranQuilo M308 nett 
All components are precisely engineered to fit together solidly and perfectly. There Sound Suppressor 

are no welds to fail, or dimensionally migrate as heat builds up (shifting your bore 

centerline). There is no need to “fix” crooked bore centerlines with wire EDM. All 

parts are in perfect alignment when assembled. Accuracy is what LaRue is about, 

and we do it right the first time. 


To ensure the suppressor remains locked when attached, a captive locking-ring 
securely grips the suppressor to the adapter. Along the tube, knurled bands provide 
structural robustness as well as added grip for installation and removal. This profile 
also helps keep mirage covers from slipping forward during extended periods of 
use. On the endcap, an open, angled, four-prong flash-reducing tip reduces the 
small residual muzzle flash. 


(Top View) (Side View) 


TranQuilo M308 Adapter 


Theta Shim Kit 
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Section 3: Installation of Adapter/Brake 


The Muzzle-Brake Adapter is also precision-machined from 17-4 PH Stainless 
Steel. Even though the TranQuilo was designed as a .308 suppressor, it also 
works well on .223 rifles. Adapters are available in both 5/8-24 and 1/2-28 
threads. The Adapter’s patented dual-shouldered design seats the suppressor in 
perfect alignment to the bore, and eliminates gas from escaping to the rear of the 
suppressor, keeping attachment threads clean and free of carbon. The TranQuilo 
Adapter comes with a theta shim kit. 


Clear your rifle. 
1. Degrease, thoroughly clean and dry muzzle threads. 
2. Thread the Adapter onto muzzle threads. 


3. Lightly snug Adapter with wrench in order to get a general idea for Shim 
thickness needs. Included with each suppressor, is a Theta Shim Kit (Several 
Shims of various thicknesses). 


4. Remove Adapter, and add Shims until the Adapter “clocks” correctly, with the 
“ported” area at the 12 o'clock position (at 35-45 ft/lbs). 


5. Once correct Shim thickness has been discovered, remove Adapter and 
Shims. Set aside in a clean area. 


6. Apply 2-3 drops of #294 Green LOCTITE® Threadlocker (not included) into 
the muzzle threads. 


Moving quickly, reinstall Shims and Adapter. 


Torque to 35-45 ft/lbs, being careful to align the adapter with the ported-side 
at the 12 o'clock position. 


9. Set aside overnight, to fully cure. 


Ports 


(Top View) (Side View) 


Theta Shim Kit 
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Section 4: Attaching the Suppressor on Rifle 
Clear your rifle. 

1. Align rear of the Suppressor with the front of adapter. 

2. Gently push Suppressor onto the adapter until resistance is felt. 


3. In a clockwise rotation, screw the Suppressor on towards the 
adapter, until it stops at hand tight. (fig 7) 


4. When fully-seated, the rear of the Suppressor should be in 
alignment with the rear face of the Adapter. (fig 2) 


5. Holding the Suppressor with one hand, tighten the locking nut to 
hand-tight (also in a clockwise rotation). (fig 3) Attempt to rotate 
Suppressor, to ensure it is firmly attached. If it moves, or 
wiggles, start process over. 


6. Suppressor is ready to fire. 
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Section 5: Removing Suppressor from Rifle 
Clear your rifle. 
1. Wait for Suppressor and Rifle to cool-down (if needed). 


2. Holding the Suppressor with one hand, loosen the locking ring (ina 
counter-clockwise rotation). 


3. In acounter-clockwise rotation, unscrew the Suppressor from the 
adapter. 


4. Store suppressor in pouch. 
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Section 6: Maintenance 


Even though the TranQuilo is designed for hard use and can function 
adequately for hundreds of rounds between cleaning, clean threads and 
mating surfaces are critical for optimum reliability. We recommend that a 
nylon brush and solvent is used to break-up any residue and foreign matter, 
followed up with a clean rag after every live-fire session. 


No lubricants are required. 


Threads 
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(Side View) 


Threads 
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